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NJJ5-J Electronic Counter
1. General

Contador digital, 6 digitos 56x42mm

Creciente 100/240Vac 10Hz maximavelocidad

Entrada por contacto o por sensor
Rango de conteo 0-999999 reseteable

2. Type designation
N5 - 00/d

[ Rated operational voltage

Blank: normal ; E: with extended panel

L: low-speed type 10 times/s

J: counter

Design S.N.

Counting relay

Enterprise symbol

3. Technical data

Operating voltage 85%-110% of rated voltage AC50Hz/60Hz AC/DC100V-240V, DC24V

0~999999

Counting range
Counting speed 10 times/s or 1000 times/s

Counting mode Addition counting mode

Input signal Contact input, sensor input (NPN type)
Reset mode Panel button reset, external terminal reset
Reset min pulse width 20ms

Counting error <=1 time

Current failure memory >10 years

Power consumption About 1.5VA

Installation mode Panel type

Ambient temperature 5°C~+40C
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NPN type sensor

6. Extended panel type
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Opening size of extended panel type
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7. Operating timing-sequence diagram

NJJ5-J operating timing-sequence diagram
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Contador digital, 6 digitos 56x42mm

Creciente 100/240Vac 10Hz maximavelocidad

Entrada por contacto o por sensor

Rango de conteo 0-999999 reseteable
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